
Central Heat Pump
The latest integrated heat pump technology. 

Highest efficiency in its category. 

20 + 80 = 100
electricity            free air heat            hot water

Central heat pump

Weatherproof systems

The Central heat pump is weatherproof 

and can be installed outdoors. Systems 

installed outdoors free up valuable 

internal living space. 

Raise your bathroom ceilings

Centralized heating means there are no 

individual tanks installed in every 

bathroom ceiling. Raise your ceilings for 

a more spacious bathroom concept. 

3 year warranty

Using Earth’s renewable energy

Heat pumps are water heaters which absorb free ambient air 

to heat up water, saving up to 80% of energy or around $900 

a year. Working range: 7 to 45°C. 

Longest full warranty in Singapore

Other brands provide full warranties for 1 year. A. O. Smith 

heaters are warrantied for 3 years – parts and labour, 

making this the longest water heater warranty in Singapore. 

Applicable for residential use only. 



Power (W) Dimensions (mm)

L (Ø) x H

Net weight

(kg)Heat pump Electric

460 3000 Ø520 x 1660 87

460 3000 Ø520 x 1850 92
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Individual vs. central heating

Model
Capacity 

(liters)
COP

Noise level 

(dB)

HPI-40D 150 5.3 ≤40

HPI-50D 180 5.3 ≤40

Heat pump specifications

Estimated cost 80 lit x 2 150 lit x 1

1. Heater $6,000 $5,000

2. Piping - $2,500

$6,000 $7,500

Space requirements

Individual heaters are small and usually 

placed in each bathroom. Central 
heaters are weatherproof and commonly 

located at outdoor areas, such as the 

roof or air conditioning ledges. 

Maintenance of your heater

Maintaining a single, central heater will 

usually cost less than maintaining several 
small ones above a false ceiling. 

Project layout

Are hot water points 

spaced far apart or 
close to each other? 

Your project layout 

affects overall piping 

cost. Remember to 

work out both costs to 
get a balanced 

comparison.

Return pipe


